
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 

  

 
 
 
 
 

 
 
Al actualizar su montacarga con el sistema de pesaje PFREUNDT, ahorra tiempo de trabajo, ya que la 
mercancía se puede pesar directamente durante la descarga y también durante el transporte. Los 
accionamientos a la escala estacionaria ya no son necesarios. Instalación simple y rápida, incluso en 
instalaciones de modernización y en carretillas elevadoras de diferentes fabricantes. 

 
Resumen de funciones 
✓ Aprobado para metrología legal y 

conformidad evaluada por 
PFREUNDT. 

✓ Tecnología de pesaje de alta precisión 
para uso permanente. 

✓ Pesaje dinámico durante el proceso de 
trabajo para una carga rápida y 
precisa. 

✓ Operación simple e intuitiva a través de 
la pantalla táctil. 

✓ Gestión amplia y adaptable de datos 
maestros y de pesaje. 

✓ Definición confiable del rango de 
pesaje. 

✓ La instalación y reequipamiento en 
vehículos de diferentes productores es 
posible sin ningún problema. 

Volumen de suministro 
✓ Electrónica de pesaje WK60. 
✓ 1 sensor de presión. 
✓ 1 interruptor de proximidad doble. 
✓ 1 interruptor de proximidad. 
✓ 1 antena. 

 
 
Accesorios 
 

 
 
 
 

Pesaje directo acorta el proceso de producción

✓ Impresora. 
✓ Tickets de pesaje.
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Electroníca de pesaje1 Sensores de presión Interruptores de proximidad3 

 

 
Comienza tu futuro digital con PFREUNDT! 

 
 

Nocotros creamos las conexiones e 
interfaces que el cliente necesite. 

 
 
 

Datos de pesaje digitales: disponibles 
en tiempo real. ¡Pruebe el portal web 
PFREUNDT de forma gratuita! 

 

www.scontrol.pe

 

 

Sistema de pesaje para montacarga
  

 
  



 
 
 
 
 
 

Functional scope 
Forklift scale 

 

 
 

WK60                WK60-S              WK60-XS
 

General information 

Dimensions 206 x 145 x 72 mm 206 x 145 x 72 mm 152,5 x 109,5 x 55 mm 

Weight incl. holder approx. 1,8 kg approx. 1,8 kg approx. 840 g 

Supply voltage 9 V to 36 V dc 9 V to 36 V dc 12 V or 24 V dc 

Protection class according to ISO20653:2013-02 IP42/IP5K2 IP42/IP5K2 IP4X 

Display/operation 7“ Touch-Display 7“ Touch-Display 5“ Touch-Display 

Resolution 800 x 480 pixels 800 x 480 pixels 800 x 480 pixels 

Weighing functions 

Legal for trade, class Y(b) Y(b) - 
Calibration data memory   - 
Dynamic weighing    
Number weighing data (expandable) 1.000.000 1.000.000 10.000 (100.000) 

Additional attachments/not legal for trade (expandable) 5 5 2 (5) 

Enter target weight    
Total statistics    
Weighing data statistics    
Order management only through Web Portal */**   - 
Data management 

Weighing data management with PFREUNDT Web Portal    
Number user administration (expandable) free 5 (free) 2 (5) 

Number master data (expandable) 10.000 500 (10.000) 10 (300) 

Create summary document    
Renaming of master data types    
Invoicing for cash sales    
Extension receipt number    
Linking of master data types   - 
Exchange of data 

Mobile network only with Web Portal */**   - 
WLAN only with Web Portal */**    
GPS only with Web Portal */**   - 
USB connection    
Serial protocol (expandable)    

 
Printer connection (expandable) pPrinter + 

printer selection 
pPrinter 

(printer selection) 
pPrinter 

(printer selection) 

Extended functions 

Relay plus hardware (e.g. immobiliser, cancellation via 
external buttons) 

   
 

*additional costs for Web Portal **SIM card required: additional costs for SIM card                      standard               optional          - not available 
 
 
 
 

PFREUNDT service 
 
 
 
 
 
 

Qualified consulting                                  Own installation teams                                   Own installation teams                                   Own installation teams 
 
 
 

PFREUNDT GmbH | Robert-Bosch-Str. 5 | 46354 Südlohn | Germany 
Main office +49 (0) 2862 9807-0 | Sales +49 (0) 2862 9807-100 | www.pfreundt.de | info@pfreundt.de 
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